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(1680)

Components:
Arrow 40 Fluid Head 		 (1025)
Sprinter II Single Stage Alloy Tripod 	(1589G)
Sprinter II Ground Spreader 	 (470)
Pan Handle with Handle Carrier 	 (694)
Arrow Softcase 		  (870)

Specifications:
Weight*:		  10.45 kg (23.0 lb)
Payload range:		  7-16 kg (15-35 lb)
Transport length:		  1002 mm (39.4 in)
Height range:	 797-1587 mm (31.4-62.5 in)

(1681)

Components:
Arrow 40 Fluid Head 		 (1025)
Sprinter II Single Stage Alloy Tripod 	(1589)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Softcase 		  (870)

Specifications:
Weight*:		  10.75 kg (23.7 lb)
Payload range:		  7-16 kg (15-35 lb)
Transport length:		  1002 mm (39.4 in)
Height range:	 832-1592 mm (32.8-62.8 in)

(1686)

Components:
Arrow 40 Fluid Head 		 (1025)
Sprinter II 2 Stage Alloy Tripod 	 (1580)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Softcase 		  (872)

Specifications:
Weight*:		  10.65 kg (23.4 lb)
Payload range:		  7-16 kg (15-35 lb)
Transport length:		  862 mm (33.9 in)
Height range: 	 602-1692 mm (23.7-66.6 in)

(1709)

Components:
Arrow 40 Fluid Head 		 (1025)
SOLO ENG 3 Stage Carbon Fibre Tripod 	 (1505)
Pan Handle with Handle Carrier 	 (694)
Solo Shoulder Strap 		 (1520)
Arrow Softcase 		  (872)

Specifications:
Weight*:		  9.3 kg (20.5 lb)
Payload range:		  7-16 kg (15-35 lb)
Transport length:		  820 mm (32.3 in)
Height range:	 382-2032 mm (15-80 in)

Offset Camera Plate (2 x 3/8” camera screws)	 (858)
Telescopic Pan Handle with Handle Carrier	 (694)
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Accessories

(1690)

Components:
Arrow 40 Fluid Head		  (1025)
Sprinter II 2 Stage Carbon Fibre Tripod 	(1576)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Shell Case with wheels	 (975)

Specifications:
Weight*:		  10.05 kg (22.1 lb)
Payload range:		  7-16 kg (15-35 lb)
Transport length:		  862 mm (33.9 in)
Height range:	 602-1692 mm (23.7-66.6 in)

*Weight includes softcase.



The heavy duty performer for ENG/EFP 
The Arrow 55 fluid head with 100mm sliding camera platform 
provides higher load capacity to suit documentary, lifestyle, HD 
productions and is particularly suited to long-lens applications or 
Studio/EFP configurations. Coupled with widest range of pan and 
tilt drag, ideal for slow, heavy pans; the Arrow 55 is the heavy duty 
performer. 

(1028) Arrow 55 Fluid Head

Weight 		  3.2 kg (7.1 lb)

Payload range		  10-25 kg (22-55 lb)

Pan drag		  7 selectable fluid drag positions + 0

Pan rotation 		  360°

Pan lock		  Calliper disc brake system

Tilt drag		  7 selectable fluid drag positions + 0

Tilt angle 		  +/- 90°

Tilt lock 		  Calliper disc brake system

Counterbalance		  4 selectable positions

Camera platform	 	 Quick release camera plate with 1⁄4” & 3/8” screws

Sliding range		  100 mm (+/- 50 mm)

Height above bowl	 	 162 mm

Mounting base		  100 mm ball levelling 

Illuminated controls		  Bubble level & pan/tilt indicators

Temperature range		  -40°C to +65°C

Pan handle 		  Telescopic

Specifications
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Fluid Heads
(1717)

Components:
Arrow 55 Fluid Head 		 (1028)
Sprinter II Single Stage Alloy Tripod 	(1589G)
Sprinter II Ground Spreader 	 (470)
Pan Handle with Handle Carrier 	 (694)
Arrow Softcase 		  (870)

Specifications:
Weight*:		  10.45 kg (23.0 lb)
Payload range:		  10-25 kg (22-55 lb)
Transport length:		  1002 mm (39.4 in)
Height range:	 797-1587 mm (31.4-62.5 in)

(1718)

Components:
Arrow 55 Fluid Head 		 (1028)
Sprinter II Single Stage Alloy Tripod 	(1589)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Softcase		   (870)

Specifications:
Weight*:		  10.75 kg (23.7 lb)
Payload range:		  10-25 kg (22-55 lb)
Transport length: 		  1002 mm (39.4 in) 
Height range:	 832-1592 mm (32.8-62.8 in)

(1737)

Components:
Arrow 55 Fluid Head 		 (1028)
Heavy Duty Single Stage Alloy Tripod 	(931)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)

Specifications:
Weight*:		  9.55 kg (21.0 lb)
Payload range:		  10-25 kg (22-55 lb)
Transport length:		  1092 mm (43 in)
Height range:	 947-1737 mm (37.3-68.4 in)

(1726)

Components:
Arrow 55 Fluid Head 		 (1028)
Sprinter II 2 Stage Carbon Fibre Tripod 	(1576)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Shell Case with wheels 	 (975)

Specifications:
Weight*:		  10.05 kg (22.1 lb)
Payload range:		  10-25 kg (22-55 lb)
Transport length:		  862 mm (33.9 in)
Height range:	 602-1692 mm (23.7-66.6 in)

(1741)

Components:
Arrow 55 Fluid Head 		 (1028)
Heavy Duty 2 Stage Carbon Fibre Tripod 	 (925)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
Pan Handle with Handle Carrier 	 (694)
Arrow Shell Case with wheels 	 (975)

Specifications:
Weight*:		  12.95 kg (28.5 lb)
Payload range:		  10-25 kg (22-55 lb)
Transport length:		  912 mm (35.9 in)
Height range:	 642-1752 mm (25.3-69.0 in)
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Offset Camera Plate (2 x 3/8” camera screws)	 (858)
Telescopic Pan Handle with Handle Carrier	 (694)

Accessories 

*Weight includes softcase.

Shooting on location with Arrow 

55 and Sprinter Legs gave me 

the performance and stability I 

was looking for in a lightweight 

100mm bowl package

Calvin Gardiner ACS 

on location shooting scenes for a 

documentary – www.engine.net.au



Robust support for studio and sport
The DS60 fluid head provides robust and versatile 150mm ball 
levelling support for lightweight studio, sports and EFP documentary 
productions. A quick release 100mm sliding plate offers easy 
balancing for payloads from 15kg to 32kg. A drag range from ultra 
light to heavy supplies silky-smooth true fluid action, while positive 
calliper pan/tilt locking plus tilt safety lock optimizes payload 
protection and rock-steady lock-off.

(1003) DS60 Fluid Head

Weight 		  6.1 kg (13.4 lb)

Payload range		  15-32 kg (35-70.4 lb)

Pan drag		  4 selectable fluid drag positions

Pan rotation 		  360°

Pan lock		  Calliper disc brake system

Tilt drag		  4 selectable fluid drag positions

Tilt angle 		  +/- 60°

Tilt lock 		  Calliper disc brake system

Counterbalance		  4 selectable positions

Camera platform	 Quick release camera plate with 2 x 3/8” screws

Sliding range	 100 mm (+/- 50 mm)

Height above bowl	 182 mm

Mounting base	 150 mm ball levelling 

Illuminated controls	 Bubble level 

Safety lock	 Pin engaging tilt lock

Temperature range	 -40°C to +65°C

Pan handle 	 Telescopic x 2

Specifications
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Features

Quick release, 100mm sliding 
camera platform with large 
Euro camera plate 

Heavy duty camera base 
platform  

4 positions of selectable of 
fluid pan and tilt drag

Counterbalance payloads from 
15 to 32kgs

150mm Ball levelling



Fluid Heads
(969E)

Components:
DS60 Fluid Head 		  (1003)
Heavy Duty 2 Stage Carbon Fibre Tripod	(937)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
2 Telescopic Pan Handles with  
Handle Carriers 		  (684)

Specifications:
Weight:		  12.0 kg (26.5 lb)
Payload range:		  15-32 kg (35-70 lb)
Transport length:		  932mm (36.7 in)
Height range:	 702-1797 mm (27.6-70.7 in)

(970E)

Components:
DS60 Fluid Head 		  (1003)
Heavy Duty Single Stage Alloy Tripod	 (943)
Sprinter/HD Mid Spreader 	 (993)
Sprinter/HD Tripod Rubber Feet 	 (475)
2 Telescopic Pan Handles with  
Handle Carriers 		  (684)

Specifications:
Weight:		  12.85 kg (28.3 lb)
Payload range:		  15-32 kg (35-70 lb)
Transport length:		  1122 mm (44.2 in)
Height range:	 982-1772 mm (38.7-69.8 in)

(971E)

Components:
DS60 Fluid Head 		  (1003)
Heavy Duty Studio Alloy Tripod 	 (944)
Sprinter/HD Mid Spreader 	 (990)
Sprinter/HD Tripod Rubber Feet 	 (475)
2 Telescopic Pan Handles with  
Handle Carriers 		  (684)
Studio Tracker Dolly 		 (483)

Specifications:
Weight:		  19.05 kg (42 lb)
Payload range:		  15-32 kg (35-70 lb)
Transport length:		  972 mm (38.3 in)
Height range:	 1036-1627 mm (40.6-64.1 in)

Accessories
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The DS60 was well worth carrying up a 300m scree 

slope to ensure the greatest stability for the pull back 

reveal of a colony of half a million Royal Penguins.

Wade Fairley and Frederique Olivier 

Macquarie Island, 2007

BBC South Pacific Series.
Photo courtesy of 
Frederique Olivier

�Offset Camera Plate  
(2 x 3/8” camera screws)	 (858)

Telescopic Pan Handle with Handle 
Carrier	 (694)

Flat Plate Adaptor 	 (362)
Accessory Head Mounting Block	 (383)
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Real fluid head performance for Mini-
DV
The DS 5 fluid head, precision made to exacting tolerances, using 
true fluid drag technology and high quality bearings will mark the 
commitment of camera operators not to compromise professional 
shooting when using lightweight cameras.  

(180) DS 5 Fluid Head

Weight 		  1.6 kg (3.5 lb)

Payload range		  0-2.5 kg (0-5.5 lb)

Pan drag		  Fluid drag, temperature resistant 

Pan rotation 		  360°

Pan lock		  Calliper disc brake system

Tilt drag		  Fluid drag, temperature resistant 

Tilt angle 		  + 90°/ -75°

Tilt lock 		  Calliper disc brake system

Counterbalance	 Integrated for payloads up to 2.5kg

Camera platform	 Quick release sliding camera plate with 1⁄4” + pin

Sliding range	 60 mm (+/- 30 mm)

Height above bowl	 137 mm

Mounting base	 75 mm ball levelling 

Temperature range	 -40°C to +65°C

Pan handle 	 Fixed length 

Specifications
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Features

Mini DV camcorders to 2.5kg

Fluid drag system constant in all 
temperature ranges

Integrated counterbalance 
system

Quick release sliding  
camera plate: 1/4”  
Screw and pin

Pan/tilt locks utilising  
floating calliper type disc 
brakes

75mm ball levelling with bubble 
level
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Fluid Heads

19

The small Miller tripod has a very smooth fluid head ideal for the JVC camera. It was easy 

to carry with the camera attached or independently it could be handled easily by us or by 

the boat crews during our boarding’s and not take up much room on the zodiacs. 

David ‘Spider’ Lewis ACS     

www.spiderlewis.com 

�Additional Pan Handle  
with Handle Carrier	 (679)
75/100mm Adaptor Plate	 (378)

Accessories(1637)

Components:
DS5 Fluid Head 		  (180)
Solo DV 2 Stage Alloy Tripod 	 (1630)
Pan Handle with Handle Carrier 	 (680)
Solo DV Case 		  (1518)

Specifications:
Weight*: 		  5.15 kg (11.4 lb)
Payload range:		  0-2.5 kg (0-5.5 lb)
Transport length:		  831 mm (32.7 in)
Height range:	 371-1762 mm (14.6-69.4 in)

Optional:
Pan Handle (Non-telescopic) 
w/handle carrier 		  (680)
Solo DV Strap 		  (1520)
Solo Leg Covers 		  (1590)
Solo Dolly 		  (394)

*Weight 
includes 
softcase.
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From videography to news the 
professionals ultra lightweight choice
With the advent of single reporters/camera operators working in the 
field alone the DS10 fluid head has earned a reputation for providing 
professional fluid drag movement in an ultra lightweight yet robust 
head. Offering two selectable counterbalance positions for MiniDV/
DVCAM/HDV camcorders using larger lens/batteries for payloads 
between 2.5kg to 5kg the DS10 provides the versatility that single 
camera operators require. 

(182) DS10 Fluid Head

Weight 		  1.7 kg (3.7 lb)

Payload range		  2.5-5 kg (5.5-11 lb)

Pan drag		  Fluid drag, temperature resistant

Pan rotation 		  360°

Pan lock		  Calliper disc brake system

Tilt drag		  Fluid drag, temperature resistant

Tilt angle 		  + 90°/ -75°

Tilt lock 		  Calliper disc brake system

Counterbalance	 2 selectable positions

Camera platform	 Quick release sliding camera plate with 1⁄4” + pin

Sliding range	 60 mm (+/- 30mm)

Height above bowl	 137 mm

Mounting base	 75 mm ball levelling 

Temperature range	 -40°C to +65°C

Pan handle 	 Fixed length

Specifications
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Features

MiniDV/DVCAM camcorders to 
2.5 to 5kg

Fluid drag system constant in all 
temperature ranges

Selectable  
counterbalance system

Quick release,  
sliding camera plate:  
1/4” Screw and pin

Pan/tilt locks utilising floating 
calliper type disc brakes

75mm ball levelling with bubble 
level



(1511)

Components:
DS10 Fluid Head 		  (182)
Solo DV 2 Stage 75mm Tripod 	 (1501)
Pan Handle with Handle Carrier 	 (680)
Solo DV Strap 		  (1520)
Solo DV Case 		  (1518)

Specifications:
Weight*:		  4.85 kg (10.7 lb)
Payload range:		  2.5-5 kg (5.5-11 lb)
Transport length:		  831 mm (32.7 in)
Height range: 	 371-1751 mm (14.6-68.9 in)

(1640)

Components:
DS10 Fluid Head 		  (182)
Solo DV 2 Stage Alloy Tripod 	 (1630)
Pan Handle with Handle Carrier 	 (680)
Solo DV Case 		  (1518)

Specifications:
Weight*:		  5.25 kg (11.6 lb)
Payload range:		  2.5-5 kg (5.5-11 lb)
Transport length:		  837 mm (33.0 in)
Height range:	 371-1762 mm (14.6-69.4 in)
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Fluid Heads

To get to the remote crater of the volcanic island of Kolombangara, rock 

hopping for kilometers in slippery river beds required carrying minimalist 

equipment. The Solo10 kit (supporting Sony EX1) camera proved itself once 

again rugged, light and portable, and most importantly coped with 99% 

rainforest humidity!

Wade Fairley and Frederique Olivier

Solomon Islands, 2009, Conservation Media Work for the American Museum of 

Natural History.

Photo courtesy of Frederique Olivier

Additional Pan Handle with Handle Carrier	 (679)  
75/100mm Adaptor Plate		  (378)

Accessories 

*Weight includes softcase.

(828)

Components:
DS10 Fluid Head		   (182)
Lightweight 75mm Alloy Tripod 	 (440)
Above Ground Spreader  
(Non-telescopic)		  (835)
ENG/EFP Tripod Rubber Feet 	 (550)
Pan Handle with Handle Carrier 	 (680)
Tripod Shoulder Strap 	 (554)
Softcase 		  (874)

Specifications:
Weight*:		  6.5 kg (14.3 lb)
Payload range:		  2.5-5 kg (5.5-11 lb)
Transport length:		  967 mm (38.1 in)
Height range:	 757-1467 mm (29.8-57.6 in)



Superior HDV shooting
The DS20 fluid head with a payload range up to 10kg provides an 
economical alternative for HDV cameras using additional on board 
accessories or configured for small studio use. The dual position 
counterbalance allows balancing of cameras both in standard 
configurations or heavier configurations.

(184) DS20 Fluid Head

Weight 		  1.75 kg (3.9 lb)

Payload range		  5-10 kg (11-22 lb)

Pan drag		  Fluid drag, temperature resistant

Pan rotation 		  360°

Pan lock		  Calliper disc brake system

Tilt drag		  Fluid drag, temperature resistant

Tilt angle 		  + 90°/ -75°

Tilt lock 		  Calliper disc brake system

Counterbalance	 2 selectable positions

Camera platform	� Quick release sliding camera plate 
with 1⁄4” + pin & 1⁄4” & 3/8” screws

Sliding range	 60 mm (+/- 30 mm)

Height above bowl	 137 mm

Mounting base	 75 mm ball levelling 

Temperature range	 -40°C to +65°C

Pan handle 	 Fixed length 

Specifications
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Features

HDV/DVCAM camcorders  
to 10kg

Fluid drag system constant in all 
temperature ranges

Quick release, sliding camera 
plate: Camera plate choice:  
1/4” & 3/8” screws  
or 1/4” & pin

Selectable  
counterbalance system

Pan/tilt locks utilising floating 
calliper type disc brakes

75mm ball levelling with bubble 
level



(850)

Components:
DS20 Fluid Head 		  (184)
2 Stage 75mm Alloy Tripod 	 (420)
Above Ground Spreader 	 (508)
ENG/EFP Tripod Rubber Feet 	 (550)
Pan Handle with Handle Carrier 	 (680)
Tripod Shoulder Strap 	 (554)
Softcase 		  (876)

Specifications:
Weight*:		  7.05 kg (15.5 lb)
Payload range:		  5-10 kg (11-22 lb)
Transport length:		  827 mm (32.6 in)
Height range:	 527-1667 mm (20.7-65.6 in)

(1514)

Components:
DS20 Fluid Head 		  (184)
Solo DV 2 Stage 75mm Tripod 	 (1501)
Pan Handle with Handle Carrier 	 (680)
Solo DV Strap 		  (1520)
Solo DV Case 		  (1518)

Specifications:
Weight*:		  4.9 kg (8.8 lb)
Payload range:		  5-10 kg (11-22 lb)
Transport length:		  831 mm (32.7 in)
Height range:	 371-1751 mm (14.6-68.9 in)

(1643)

Components:
DS20 Fluid Head		   (184)
Solo DV 2 Stage Alloy Tripod 	 (1630)
Pan Handle with Handle Carrier 	 (680)
Solo DV Case 		  (1518)

Specifications:
Weight*:		  5.3 kg (11.7 lb)
Payload range:		  5-10 kg (11-22 lb)
Transport length:		  837 mm (33.0 in)
Height range:	 371-1762 mm (14.6-69.4 in)

Fluid Heads
(848)

Components:
DS20 Fluid Head 		  (184)
2 Stage 75mm Alloy Tripod 	 (420G)
DS Ground Spreader 	 (411)
Pan Handle with Handle Carrier 	 (680)
Tripod Shoulder Strap 	 (554)
Softcase 		  (876)

Specifications:
Weight*:		  7.05 kg (15.5 lb)
Payload range:		  5-10 kg (11-22 lb)
Transport length:		  827 mm (32.6 in)
Height range:	 527-1697mm (20.7-66.8 in)
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Additional Pan Handle with Handle Carrier	 (679)
75/100mm Adaptor Plate	 (378)

Accessories

*Weight includes softcase.

I’ve tested and used many tripod systems for small camera & HD-DSLR 

filmmaking. The Miller DS20 DV Solo is the one that I always 

go back to for my productions. It’s easy to balance, silky 

smooth and always reliable.

Jem Schofield   

Producer/author/educator,  

www.theC47.com



The Miller Camera Support Equipment Product Catalogue 
provides summary details of the components and 
options available for Miller system packages. For more 
detailed product descriptions, applications and technical 
information, please visit www.millertripods.com 

Miller brochures are designed and produced by ndesign 
Creative Graphic Solutions and the Miller Marketing 
Department in Sydney, Australia. The information 
contained in this brochure is correct at the time of 
printing. Miller accepts no responsibility for any errors 
that may affect the information herein and reserves the 
right to make changes without notice to the products and 
information contained within this brochure.

Miller Camera Support Equipment (Australia)
30 Hotham Parade
Artarmon, Sydney, NSW 2064 Australia
Tel: +61 2 9439 6377
Fax: +61 2 9438 2819
Email: sales@miller.com.au

Miller Fluid Heads (Europe) Ltd.
Unit 12A, Shepperton Business Park
Govett Avenue, Shepperton
Middlesex, TW17 8BA
United Kingdom
Tel: +44 (0) 1932 222 888
Fax: +44 (0) 1932 222 211
Email: sales@millertripods-europe.com

Miller Camera Support LLC (USA)
218 Little Falls Road, Cedar Grove
New Jersey 07009-1231 USA
Tel: +1 (973) 857 8300
Fax: +1 (973) 857 8188
Email: sales@millertripods.us
 

www.millertripods.com
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